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PROJECT DESCRIPTION EQUIPMENT LIST “B” v PHASING CHART
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THE EXISTING FULL-TRAFFIC—ACTUATED EIGHT-PHASE TRAFFIC SIGNAL 8038 UP TO 4 INCH SCHEDULE 80 RIGID PVC CONDUIT~TRENCHED LF 30 2 AND 5 CHANGE R| R | R |ev_|ey—| G| R| R [ R | R [DW|OW]|DW]|DWH
CONTROLLER HOUSED IN A BASE MOUNTED CABINET SHALL REMAIN. A 8039 WOOD SIGN SUPPDRTS UP 1O 4’ X 6 LF 12 =
2-WIRE APS CENTRAL CONTROL UNIT SHALL BE FURNSIHED BY THE 8040 INSTALL OVERHEAD OR GROUND MOUNTED SIGN (INCLUDING ALL HARDWARE) SF 47 PHASE 2 AND 6 ci 6|6l 6| 6|6 | RIR|R|R/|W|W DW|DW]|o_ __o
CONTRACTOR AND INSTALLED BY SHA. 8042 NO. & AWC STRANDED BARE COPPER GROUND WIRE LF 100 <]
» CLEAN, GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE A G R FL/DWFL/DW DW | DW
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B. WHEN WALK PHASE BEGINS, THE MESSAGE WILL BE A RAPID TICK | WIRING KEY 6
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. ' /f /
WHICH WILL LAST FOR THE DURATION OF THE WALK PHASE. 7 4 EXISTING GROUND ROD FQUIPMENT LIST "A & C
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| + PROPOSED GROUND ROD A. EQUIPMENT TO BE SUPPLIED BY SHA.
,’ ITEM NO. DESCRIPTION UNIT QUANTITY
! D.Z 9570 SHEET ALUMINUM GROUND MOUNTED SIGN SF 3
j 1 — OM1-3 FY 187x18"
9571 SHEET ALUMINUM MAST ARM / POLE MOUNTED SIGN SF 44
N AVE.7 | 4 - D-3(1) 90"X16" 4 — R10-12(1) 9"X15
o M o L - C. ALL MATERIALS TO BE REMOVED BY THE CONTRACTOR SHALL BECOME THE PROPERTY
v T v 4 SR B,F,Z OF THE CONTRACTOR.
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J : 1.  THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.

AND PROPERLY LABELING EACH CABLE.

| IN\\_ 1 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS
| A!B!E!F g
l | 3. ALL UNUSED CABLE SHALL BE REMOVED AND DISPQOSED OF BY THE CONTRACTOR.
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[ | 4. UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE
| CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING “MISS UTILITY” PRIOR TO CONSTRUCTION SO THAT ALL
| | UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE
| : g | UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER
% ‘ <} 1 IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
!
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l 5. ALL PEDESTAL FOUNDATION TOPS SHALL BE INSTALLED FLUSH WITH SIDEWALK GRADE.
! / 6. LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF MDMUTCD
|

EXISTING UNDERGROUND 1/C | / O CHAPTER 4E “PEDESTRIAN CONTROL FEATURES” AND FIGURES 4E-3 AND 4E—4, AND THE LATEST NCHRP
WEST TO UNIONTOWN RD | 4 / PUBLICATION, "ACCESSIBLE PEDESTRIAN SIGNALS GUIDE TO BEST PRACTICE.” IF NOT MET, THE CONTRACTOR
AB,C,D k&‘x IS TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL A DESIGN WAIVER IS OBTAINED. APPROVED BY THE
—— e . ' é ﬁ é v N DIRECTOR, OFFICE OF TRAFFIC AND SAFETY.
—~ - L) L e ~ BGE #
-~ - _ﬂ\\\// ~ P 150014 7. PUSHBUTTONS ARE TO BE LOCATED SO _THAT THEY CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR REACHING
T~ P I LESS THAN 18" FROM A 60" X 60" LEVEL LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%.

S~

AvB.C,D,
E+F\G

QS FOR DISTRICT #7

8. THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF PUSHBUTTON TOD FACE OF
PUSHBUTTON. NOT CENTER OF POLE TD CENTER OF POLE.

9. PUSHBUTTON ARROWS AND SIGNS ARE TO BE ORIENTED PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED.
10. VIDEO DETECTION CAMERA REALIGNMENT SHALL BE COORDINATED WITH THE ENGINEER.
11. DURING CONSTRUCTION, PROPOSED SIGNAL EQUIPMENT SHALL NOT BLOCK EXISTING SIGNAL EQUIPMENT.

JOHN CONCANNON 12. THE CONTRACTOR SHALL CAP AND ABANDON CONDUITS
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